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(57) Abstract: The invention relates to a component 
with a substrate region as anti-oxidation coating, 
in particular, a component for a gas turbine, with a 
substrate surface and a substrate composition for the 
component, with a substrate region in the region of 
the substrate surface of the component, produced by 
diffusion therein of at least one metal. According 
to the invention, the component has a substrate 
composition based on nickel, with an aluminium 
component of more than 4.5 wt. %, whereby at 
least one metal of the platinum group is exclusively 
diffused in the substrate surface of the component to 
form the substrate region. 

(57) Zusammenfassung: Die Erfindung betrifft 
ein Bauteil mit einem Substratbereich als 
Oxidationsschutzschicht, insbesondere ein Bauteil 
einer Gasturbine, mit einer Substratoberflache und 
einer Substratzusammensetzung des Bauteils, und mit 
einem im Bereich der Substratoberflache des Bauteils 
durch Eindiffundieren mindestens eines Metalls 
ausgebildeten Substratbereich. Erfindungsgemass 
weist das Bauteil eine Substratzusammensetzung 
auf Nickelbasis mit einem Aluminiumanteil 
von grosser als 4,5 Gew.-% auf, wobei in die 
Substratoberflache des Bauteils zur Bildung des 
Substratbereichs ausschliesslich mindestens ein 
Metall der Platingruppe eindiffundiert ist. 
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